


TEC N 0 L E D LUMINARIA CON PANEL SOLAR EXTERNO
- MR

Tlumina ahorrando

SO-SGW-120

Hotght prons /\ T LUNINOUS | INTENSETY DI STRIBUTILON D AGRAM

134.720x 428.910x 439.29cm
1.50m

75.780x [ S 241.260x 585.71em
2.00m

18.940x 60.320Lx 1171.43cm
4.00m

14.970x H 47.660Lx 1317.86cm
4.50m

8.420x L—l 26.810Lx 1757.14cm
6.00m

/ \

Angle:111.3deg AVERAGE BEAM ARIGLE(50%):112.8 DEG

UNIT:cd
H 0.0DEG PLAN 111.3°
___V 0.0DEG PLAN 114.2°

CIE1931 CHROMATICITY DIAGRAM
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Parametros colorimétricos
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Parametros fotométricos
Luminous Flux:2873.93 Lm (*FLHQF\ /P Radiant Power: 8.741 W
EEI: 0.00 (QHUJ\ (FLHQF\ &0ODVV $ (8
Pupil Flux: 5178.04 PIm 3XSLO /I XPHQV 3HU :DWW 30P : 3XSLO )DFWRU .S
Parametros eléctricos
Voltage: 0.0000V Current: 0.0000A Power: 0.00W
Power Factor: 0.0000 Frequency: 0.00Hz

Caracteristicas y Valores Aproximados  *Importante revisar la poliza de garantia de cada producto
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